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SECTION 2

DAMAGE CONTROL

COMMAND NAME: USS ..t ittt ennens

SSN/SSBN/SSGN.......... (B/G)

DATE OF SURVEY: ...........00.....
CONDUCTED BY i ittt ittt ittt ettt iie ettt nnnenens

SHIP REPRESENT AT IVE : ittt ittt ittt ettt tnetneennenneas

NO. COMPLETE: ....... NO. REQ ACTION: ....... NOT APPLICABLE: .......



DAMAGE CONTROL PAGE:

DC-1
OXYGEN BREATHING APPARATUS (OBA)
(A1AQ) ARE OBA'S STOWED PROPERLY, SUSPENDED BY MANIFOLD AND BAIL,
WITH HEAD STRAPS EXTENDED, FACE PIECE NOT FOLDED?
REF: NSTM 077-3.3.10
C R NA

LR R i I b I S b I S b I S b I S b I S b I S b I S R S S S S I S b S R S b S b I S IR I S b S b I S b I S b I S b S Sh b b 2b b S 2 S b b S b 4

(A1Al) IS THE OBA OR SCBA FACEPIECE STOWED WITH TWO (2) ANTI-FLASH HOODS OR

ONE FIREFIGHTER'S HOOD TO ALLOW RAPID DONNING. RECOMMEND
SEWING THE TWO ANTI-FLASH HOODS TOGETHER TO EASE DONNING IF
SINGLE FIREFIGHTER'S HOOD NOT AVAILABLE.
REF: NSTM 555-34.5.1.2

AEL: 2-930094085 NOTE 4

NSN: 8415-01-462-7670

C R NA

LR R I I b b I S I I S b I S b I S b I S b I S R S S S I I S S S b S R S b S b I S b I S b I S b I S b I S b S Sb b S 2b b S dh b S Sh b S b S 4

(A1lA2) IS THE FACE PIECE DAMAGED?
REF: MIP 6641 SERIES
C R NA

LR R I I b I S b I S I I S b I S b I S b I S b I S R I S I S S S b S R S R S IR R S IR S b I S b I S b I S b I S b S Sh b I 2b b S 2 b S S b S b S 4

(A1A3) ARE THE LATCHES POSITIVE LOCKING AND ARE THE GUIDE RODS
STRAIGHT?
REF: MIP 6641 SERIES
C R NA

KK AR A AR A A AR A A A A A A A AR A AR A A A A A A A A A A A A A A A A A AA A A A I A I A AR A A I A A I A A I A A I AR A A hA A Ak A oAk kK

(A1CO) IS THE OBA STOWAGE LOCKER PER AUTHORIZED DRAWING?
REF: NAVSEA DWG NR 803-5184184
NAVSEA DWG NR 803-6397255
NAVSEA DWG NR 608-4557780 (688)
C R NA

AR R AR R A A AR A A A A A A A A A A A A AR A AR A AR A AR A AR AR A A AR A AR AR A AR A A A A A A A AR A A kA A kA A kA Ak Ak kA Ak Ak k%

(A1DO) ARE OBA CANISTERS STOWED NEAR THE OBA EITHER VERTICALLY OR
HORIZONTALLY OR IN THE LOCKER FOR TRIDENT CLASS BOATS. SIX
FOR EACH OBA ON SSNS, TWELVE FOR EACH OBA ON TRIDENTS.
REF: MIP 6641 SERIES
AEL: 2-930093006
C R NA

KK AR A A A A A AR A A A A A A A AR A AR A A A A A A A A A A A A A A A A A A A A A A I AA I A A I A AR A A I A A I A A I AR A Ak A A h A Ak Ak hhk K

(A1D1) ARE OBA CANISTERS STOWED SO THAT THE OLDEST CANISTERS WILL BE
USED FIRST?
REF: NSTM 077
C R NA

KK A AR A AR A A AR A A A A A A A A A A A A A A AR A AR AR A AR A A A A AR A A A A A A I A A IR A A A A I A A I A A I A A A A A A Ak Ak Ak kA ko kK

(A1E0) ARE SHIP PERSONNEL FAMILIAR WITH OBA/SCBA DONNING PROCEDURES AND
OPERATIONS? (COMPLETE UNIT AIR TIGHTNESS TEST)
REF: NSTM 077-
C R NA

AR R AR R A A AR A R A A A A A A A A A A A A A AR A AR A AR A AR A AR A AR AR A AR A AR A AR A AR A A A A AR A Ak A Ak A Ak Ak kA Ak kA Ak k%

(A1F0) DOES THE DAMAGE CONTROL PETTY OFFICER HAVE TRAINING CANISTERS



DAMAGE CONTROL PAGE:
DC-2

FOR DUTY SECTION TRAINING AND PMS (THESE RED CANISTERS ARE TO
BE USED FOR CLASSROOM TRAINING. DCA MAINTAINS KEY TO TRAINING
CANISTER LOCKER) .
REF: MIP A-6641 SERIES

NSTM 077-3.2.11

SSM CHAPTER 4-6-6

C R NA

LR R I e S b I S b I S b I S b I S b I S b I S b S S I S S S S S R S b S b R S IR I S b I S b I S b S b I S b S Sb b b 2b b S S S b b S b S 4

(A1GO) DOES OBA LOCKER HAVE LEATHER FIREFIGHTER'S GLOVES FOR HANDLING
HOT CANISTERS?
REF: MIP 6641 SERIES
AEL: 2-930093006
NSTM 077
C R NA

KRR AR R A A AR A A A A A A A A A A A A A A A AR A AR A AR A AR A AR A AR A AR AR A AR A A A A A A A Ak A A kA Ak A A kA Ak Ak kA kA h k%

(A1HO) IS A SEPARATE LOCKER PROVIDED IN A COOL DRY PLACE FOR STOWING
AT LEAST 2 OBA TRAINING CANISTERS?
REF: NSTM 077-3.3.11.10
AEL 2-930094003 COLS 4 (SSNS) & 7 (TRIDENTS)
C R NA

LR R i I I S b I S IR I S b I S b b S b I S b I S R S S S S I S S S IR S R S b e S b S b e S b I S b S b I S b S Sb b S 2b b S 2 b S b b S b S 4

(A1I0) ARE THE LATEST SHORT DONNING PROCEDURES POSTED?
REF: NSTM 077
C R NA

LR R i S I S b I S I I S b I S b I S b I S b I S R S S S S e S I S R S R S b e S IR S b e S b I S b S b I S b S Sb b b 2 b S S R S S b S b S 4

(A1J0) HAVE TIE WRAPS AND TINNERMAN CLAMPS BEEN REPLACED WITH HOSE
CLAMPS?
REF: MIP 6641 SERIES NOTE 4
C R NA

KA AR A A A A A A A A A A A A A AR A AR A A A A AR A A A A A A A A A A A AA I A A I AA I A AR A A I A A I A A I A A I AR A A hA A A d kAo hA ko kK

(A1lJ2) ARE THE INHALATION AND EXHALATION VALVES CLEAN?
REF: MIP 6641 SERIES
C R NA

KA AR A A AR A A AR A A A A A A A A A A AR A A A A A A A A A A A A A A A A KA A I A A I A AR A AR A AR A A I AR I A A I AR A A hA A A A A koA ko hk K

(A1KO) DOES THE 02 CANISTER STOWAGE LOCKER HAVE A VERTICAL RESTRAINT?
REF: NAVSEA DWG NR 803-5184184
NAVSEA DWG NR 803-6397255 (FFBA)
NAVSEA DWG NR 608-4557780 (688)
C R NA

KRR AR R A A AR A A A A A A A A A A A A A A A AR A AR A AR AR A A A A A AR AR A AR A AR A AR A AR A A A A A A A AR A A kA Ak Ak kA Ak kA k%

(A1K1) IS THE COPPER SHIM TOOL AVAILABLE?
REF: MIP 6641 SERIES
NAVSEA SS600-AA-MMA-010 FIG 6.1
C R NA

LR R I I b S b I S b I S b I S b I S b I S b I S R S S S S S b e S R e S IR S b R S b S b S b S b A b I Sh b S Sb b b 2b b S 2 b S db b S b S 4

(A1LO) DOES THE OBA/SCBA HAVE THE REQUIRED 6” ORANGE CHEM LIGHT
ATTACHED FOR FIREFIGHTING PERSONNEL?
IS THE MATERIAL BAG IN GOOD CONDITION?
REF: NSTM 77 C R NA

LR R I I b I S b I S b I S b I S b I S b I S b I S b S S S S S S S IR S b S b R S b S b e S b I S b S b I Sh b S Sb b b 2b b b 2 b S S b S b S 4



DAMAGE CONTROL PAGE:

DC-3
Kok ok kK K Kk ko kR K Kk ok ok R K Kk ok ok R K K ko ok ok R kK ko ok ok K kK ko ok ok R kK o ok ok R kK o ok ok R kK ko ok ok R kK ko ok kK kK ok ok
(A1L1) IS THE SCBA MINIMUM PRESSURE 4000 PSI?
REF: MIP 5519 SERIES
C R NA

LR e A b A b I A b I A b I A S S R S S B I R S b e S I e S b S b e B b S b I S b A S IR A R S R A A B B B b S S b R S b S b S b 4

(A1L2) IS THE SCBA FACE PIECE CRACKED?
REF: MIP 5519 SERIES
C R NA

LR i A b I A b I A b I A I A R S I S I S I R S b e S I e S I S IR e B b S b I S b A S IR I A R B S R B A b S b S S b S b S b S b i 4

(A1L3) DOES THE LOW PRESSURE ALARM ACTIVATE AT THE PROPER PRESSURE RANGE?
REF: MIP 5519 SERIES
C R NA

KK A AR A A A A A A A AR A A A A A A A A A A AR A A A AR A AR A AR A A AR A A A AR A I A A IR A AR A A A A A A A A A A A A kA kA Ak Ak kA kK

(A1L4) IS THE SCBA BOTTLE WITHIN THE 5-YEAR HYDROSTATIC TEST DATE AND 15-
YEAR TOTAL SERVICE LIFE LIMITS?
REF: MIP 5519 SERIES

NSTM 077
C R NA
KKK KKK KKK KKK K K Kk Kk Kk Kk oKk ok ok ok ok ok ok ok ok ok ok ok ok ok ok ok ok ok kR R R R R R K K K R K K R R R R ok ok ok ok ok ok ok ok ok o o ok ok ok ok ok ok ok ok ok kK ok ok
(AILS) IS THE SCBA FACE PIECE THE PROPER TYPE?
REF: MSG 031656 AUG 04
C R NA

KK A AR A A A A AR A AR A A A A A A A A A AR A AR A AR A AN A AR A A AR A A A A A A I A A IR A A A A I A A A A A A A A A kA kA kA Ak kA kK

PORTABLE OXYACETYLENE CUTTING APPARATUS

(A2A0) IS THE KIT COMPLETE? (REGULATORS WITH CORRECT FITTINGS,
GLOVES, GOGGLES, TOOLS, TIPS, ETC)
REF: MIP 6641 SERIES
AEL 2-920013034
C R NA

KK A AR A A AR A A A A AR A A A A A A AR A A AR AR A A A A AR A A A A A AR A A A A A A I A A I A A A A A A A A A A A A A A A A kA Ak Ak bk kA kK

DAMAGE CONTROL TOOL ROLL

(A3A0) DOES THE DAMAGE CONTROL TOOL ROLL CONTAIN ALL ITEMS LISTED ON
THE AEL?
REF: AEL 2-880043004 (TOOL ROLL)
AEL 7-670052947 (VOLT. IND.)
MIP 6641 SERIES, 0O-3R
C R NA

KK R AR R A A AR A A A A A A A A A A A A A A A AR A AR A AR A AR A AR A AR AR A AR A AR A AR A A A A AR A AR A Ak A A kA Ak Ak kA Ak kA h k%

(A3A1) IS THE TOOL ROLL AEL THE LATEST VERSION?
REF: AEL 2-880043004
C R NA

KRR AR R A A AR A A A A A A A A A A A A A A A AR A AR A AR A AR A A A A AR AR A AR A AR A AR A A A A AR A A A A Ak A A kA Ak Ak kA vk kA h k%

(A3A2) HAVE THE CHEMICAL LIGHT STICKS EXCEEDED THEIR SHELF LIFE?
REF: MANUFACTURER'S REQUIREMENTS
C R NA

KK A AR A AR A A A A A A A A A A A A A A A A A A AR A AR A AR A A A A A A A A A A A A I A A IR A I A A I A A I A A A A A A A kA Ak Ak kAo k K



DAMAGE CONTROL PAGE:
DC-4
Kok ok kK K Kk ko kR K Kk ok ok R K Kk ok ok R K K ko ok ok R kK ko ok ok K kK ko ok ok R kK o ok ok R kK o ok ok R kK ko ok ok R kK ko ok kK kK ok ok
(A3A3) IS THE TOOL ROLL PROPERLY SEALED WITH A TAMPER SEAL (NSN 5340-
01-242-0583) 2
REF: MIP 6641 SERIES
C R NA

LR I R e S b I S b I S b I S b I S b I S I S b b S R I S S b e S 2 S 2R S b e S b S b S b S b S b A S b I b b B Sb b b 2b b b b b S 2 S b S 4

(A3B0) ARE THE VOLTAGE TESTERS THE CORRECT MODEL AUL-1410 (MUST READ
28 VOLTS) ?
REF: AEL 2-880043004 (TOOL ROLL)
AEL 7-670052947 (VOLTAGE INDICATOR)
C R NA

LR R R I I e S b I S I I S b I S b I S b I S b I S R S S S S I S b S b S R S b R S IR I S b S b I S b S b I S b S Sb b b Sb b S S S S b S b S 4

(A3C1l) HAS THE PMS BEEN ACCOMPLISHED AS REQUIRED ON THE ELECTRICAL SAFETY
GLOVES?
REF: MIP 6641 SERIES
AEL 2-880043004 (TOOL ROLL)
NSTM 300 TABLE 300-2-1
NSN 9D 8415-01-158-9450
C R NA

LR R I S b b b I S R I S b I S b b S b I S b I S R S S S S I S b S R S S S b S b I S b I S b I S b I S b I S b S Sb b I 2b b S 2 b S S b S b 4

(A3C2) IS THE TOOL ROLL IN GOOD CONDITION?
REF MIP 6641 SERIES
AEL 2-880043004 (TOOL ROLL)
C R NA

LR R i S I S b I S I I S b I S b I S b I S b I S R S S S S e S I S R S R S b e S IR S b e S b I S b S b I S b S Sb b b 2 b S S R S S b S b S 4

DAMAGE CONTROL BAND-IT KIT

(A4A0) DO THE STRONGBACKS HAVE PRE-GLUED 1/8-INCH RUBBER GASKETS?
REF: SSM CHAPTER 4-6-6
C R NA

AR R AR R A A R AR A A A A A A A A A A A A A AR A AR A AR A AR A AR A AR A AR A A A A AR AR A A A A AR A A A A Ak A A kA Ak Ak kA Ak kA k k%

(A4Al) ARE THE STRONGBACKS CLEARLY MARKED FOR SIZE? LARGE NUMBERS
STENCILED ON BACK AND/OR WELD BEADS TO IDENTIFY SIZES IN
DARKENED SPACES.
REF: NAVSAFECEN RECOMMENDATION
C R NA

LR R I I b S b I S b I S b I S b I S b I S b I S R S S S S S b e S R S b S b e S b S b S b I S b S b B Sh b S Sb b S b b S 2 b S Sh b S b R S 4

(A4A2) DO THE STRONGBACKS HAVE SMOOTH EDGES?
REF: GENSPECS 621A PARA 40
C R NA

KK AR A A AR A A AR A A A A A A A AR A AR A A A A A A A A A A A A A A A A A A A I A A I AA I A AR A A I A A I AR I A A I A A A A hA A A A A kA Ak hk K

(A4B0) DOES THE BANDIT-KIT CONTAIN ALL ITEMS LISTED ON THE AEL?
REF: MIP 6641 SERIES
AEL 2-880043002
C R NA
R R IR I e IR I S db S b db b b dh S b S db I i S I b 2R db b 2 AR Ib b 2 S b b dR I b 2R Ib b b db I b 2h db b b dh b b 2 I b dh I i 2h db b db b b 2R db b b db I i dh db b 2 S 4
(A4B1) IS THE BAND-IT KIT AEL THE LATEST VERSION?
REF: AEL 2-88004300
C R NA

KK AR A A A A A AR A A A A A A A A A A AR A AR A A A A A A A A A A A A A KA A I A A I A A I A AR A AR A A I AR I A A I A A A A A A kA hkhhk K



DAMAGE CONTROL PAGE:
DC-5
KA KKK KKK KKK K KK Kk Kk Kk ok ok ok ok ok ok ok ok ok ok ok ok ok ok ok ok ok ok ok ok kA A AR AR A KKK KKk kK Kk ok ok ok ok ok ok ok ok ok ok ok ok ok ok ok ok ok ok ok kK kK
(A4B2) IS THE BAND-IT KIT PROPERLY SEALED WITH A TAMPER SEAL (NSN
534001-242-0583) 2
REF: MIP 6641 SERIES, Q-3R
C R NA

KRR AR R A A AR A A A A A A A A A A A A AR A AR A AR A AR A AR A AR A AR A AR AR A A A A A A A Ak A Ak A Ak A A kA Ak Ak kA Ak kA kA k k%

(A4B3) IS THE BAND-IT KIT IN GOOD CONDITION?
REF MIP 6641 SERIES
AEL 2-880043002 (BANDIT KIT)
C R NA

LR R e S b I S b I S b I S b I S b I S b I S b I S R S S I S S S b S R S R S b e S IR S b S b I S b S b I S b S Sb R S b b S db R S S b S b a4

Red Devil Blower
(A5A0) ARE THE SAFETY SCREENS INSTALLED ON THE RED DEVIL BLOWER?
ARE THEY IN GOOD REPAIR?
REF: OPNAVINST 5100.19D ART D0804 A. (2) & B.(8)
C R NA

KK AR A A AR A AR A A A A A A A AR A AR A A A A AR A AR A A A A A A AR A A I A I A A I A AR A A I A A I A A I A A I AR A AR A A A Ak Ak kK

(A5A1) IS THE RED DEVIL BLOWER ELECTRICALLY SAFETY CHECKED ANNUALLY?
REF: MIP 3000/SUB
C R NA

KK AR A AR A A AR A A A A A A A AR A AR A A A A A A A A A A A A A A A A KA A I A A A AA I A AR A A I A A I A A I A A I AR A Ak A A kAo hA ko kK

(ASA2) ARE ANY RED BLOWERS IN USE FOR OTHER THAN DC? (2 BLOWERS
REQUIRED FOR DC USE ONLY)
REF: SSN 688 CLASS SSM,VOL 4, PART 6, CHAPTER 6-
PORTABLE EMERENGENCY AND DAMAGE CONTROL EQUIPMENT
SSBN 726 CLASS SSM, VOL 4, PART 6, CHAPTER 6
-EMERGENCY EQUIPMENT
C R NA

LR R I S b S b I S 2R I S b I S b I S b I S b I S R S S S S e S 2 S IR S R S b R S IR S b I S b I S b I S b I Sh b S Sb b b b b S 2 b S S b S b S 4

(A5A3) ARE THE ELECTRICAL FITTINGS LOCK-WIRED WITH THE REQUIRED TAG
ATTACHED? DOES THE BLOWER HAVE A "WARNING" OR "CAUTION" SIGN
ATTACHED CONCERNING OPERATION IN AN EXPLOSIVE ATMOSPHERE?
REF: NAVSEA LTR 9664 SER 03Gl DTD 6 JAN 94
C R NA

LR e A i b A b I A A R S A I I e S I R S b e S I e S I e S b e B b S b S b B S IR A R B S R B A B S b R S b R S b S b S b i 4

EAB
(A6AQ) ARE EAB MALE AND FEMALE FITTINGS (QUICK DISCONNECT) USED IN
OTHER SYSTEMS?
REF: NSTM 077-3.6.4
C R NA

LR R I b S b I S IR I S b I S b I S b I S b I S R S S S S e S b S R S b e S I e S IR S b S b I S b S b I Sh b S Sb b b b b S b b S S b S b S 4

(A6Al) ARE CHEMICAL LIGHTS PROPERLY INSTALLED ON ALL EAB MANIFOLDS TO
AID PERSONNEL IN LOCATING THEM IN A SMOKE FILLED ENVIRONMENT?
REF: AEL 2-330023047 NOTE 7
A&I N-3200 FOR SSNS AND T-0105 FOR TRIDENTS
C R NA



DAMAGE CONTROL PAGE:
DC-6
Kok ok kK K Kk ko kR K Kk ok ok R K Kk ok ok R K K ko ok ok R kK ko ok ok K kK ko ok ok R kK o ok ok R kK o ok ok R kK ko ok ok R kK ko ok kK kK ok ok
(A6B0) ARE DECKS PROPERLY MARKED TO INDICATE POSITION OF EAB
MANIFOLDS?
REF: CSL/CSP A&I N/B 1997
C R NA

LR I R e S b I S b I S b I S b I S b I S I S b b S R I S S b e S 2 S 2R S b e S b S b S b S b S b A S b I b b B Sb b b 2b b b b b S 2 S b S 4

(A6EQ) IS THE EAB FACE MASK DAMAGED? (SCRATCHED, DISCOLORED,
CRACKED) .
REF: MIP A-116 SERIES
AEL 2-330023047 (MSA)
AEL 2-330023052 (SCOTT)
AEL 2-330023070 (MSA)
C R NA

KK A AR A A A A A A A AR A A A A A A A A A A AR A A A AR A AR A AR A A AR A A A AR A I A A IR A AR A A A A A A A A A A A A kA kA Ak Ak kA kK

(A6G0) IS THE EAB FACE MASK CLEAN AND SANITIZED?
REF: MIP A-116 SERIES
C R NA

LR A I b A b I S b I A I A R S I B A S I R S b e S b e S b S IR e B b S b I S b S IR b b S R B A R B b R S S R B 2 S b S b S b i 4

(A6HO) IS THERE (1) FLASH HOOD AND ANTI-FLASH GLOVES STOWED WITH EACH
EAB?
REF: 077-3.6.10.4
AEL 2-330024080
MIP A-116 SERIES
C R NA

LR R i S I S b I S I I S b I S b I S b I S b I S R S S S S e S I S R S R S b e S IR S b e S b I S b S b I S b S Sb b b 2 b S S R S S b S b S 4

Damage Control Material Bag
(A7A0) DOES THE MATERIAL BAG CONTAIN ALL ITEMS LISTED ON THE AEL?
REF: AEL 2-880043003
MIP 6641 SERIES
C R NA

KK A AR A A AR A A A A AR A A A A A A AR A A AR AR A A A A AR A A A A A AR A A A A A A I A A I A A A A A A A A A A A A A A A A kA Ak Ak bk kA kK

(A7Al) IS THE MATERIAL BAG AEL THE LATEST VERSION?
REF: AEL 2-880043003
C R NA

KK A AR A A A A A A A A A A A A A A A AR A A AR AR A AR A AR A A A A A A A A A A A A A I A A IR A A A A I A A A A A A Ak Ak Ak kA Ak hk kA k%

(A7A2) IS THE MATERIAL BAG PROPERLY SEALED WITH A TAMPER SEAL (NSN
5340-01-242-0583) 2
REF: MIP 6641 SERIES
C R NA

AR A AR R A A AR A A A A A A A A A A A A A A A AR AR A A AR A AR AR A A AR A AR AR A AR A A A A A A A AR A A A A Ak A A kA Ak Ak kA Ak kA k k%

(A7B0) ARE ALL WEDGES MADE OF SOFTWOOD? (HARD WOOD IDENTIFIED BY
GREEN PAINT PAINTED ON BUTT ENDS)
REF: COMNAVSEA LTR SER 55X2/09 DTD 29JAN 92
C R NA

LR R I S b I S b I S IR I S b I S b I S b I S b I S b S S S S e S b S b S b S b S IR S b S b I S b I S b I Sb b S Sb b b b b b 2 b S S b S b S 4

(A7B1) IS THE MATERIAL BAG IN GOOD CONDITION?
REF MIP 6641 SERIES
AEL 2-880043003 (MATERIAL BAG)
C R NA

LR R R I S b e S b I S 2R I S b I S b b S b I S b b S R S S S S S b S 2R S b e S b R S IR S b S b I S b I S b I Sb b S Sb b b 2b b S db b S S b S b S 4



DAMAGE CONTROL PAGE:

DC-7
Steam Suit
(A8AQ) IS THE STEAM SUIT STOWED CORRECTLY? (FOLDED IN BOX OR HUNG IN

LOCKER)
REF: NSTM 077-5.2.5

2-930093002

8-930093002 (TRIDENT)

C R NA

LR R I I I b b I S b I S b I S b b S b I S b I S I I S S S e S b S R S R S b R S b I S b I S b I S b S b I S b S Sb R b 2 b S S S b b S b S 4

(A8Al) IS THE STEAM SUIT IN GOOD CONDITION? (NO TEARS, CRIMPED HOSES,

DETERIORATION)
REF: MIP 6641 SERIES
NSTM 077

C R NA

LR i A b A b I S b I A I A I S I I S I R S b R S I e S b e S b e S b S b S b A S IR A R S R B A B b B b S b S b S b S b i 4

(A8A2) IS THE CORRECT AIR SUPPLY HOSE IN USE? DOES THE HOSE HAVE THE
PROPER CRIMPS? (BLACK, 25 FT EAB HOSE ONLY) NOTE: FOUR
HOSES CONNECTED IN SERIES ARE AUTHORIZED.
REF: NSN 4240-00-770-0268
NSTM 077
C R NA

LR R I S b S b I S R I S b I S b I S b I S b I S R I S S S I S b S R S R S b I S b S b S b I S b S b I S b S Sb IR I 2 b S db b S b b S b S 4

(A8A3) IS THERE A METAL TAG ATTACHED TO EACH 25 FOOT HOSE IDENTIFYING
THEM AS FOLLOWS "FOR STEAM SUIT USE ONLY"?
REF: AEL 2-930093002 (NOTE 1)
NSTM 077
C R NA

KK A AR AR A A A A A A A A A A A AR A A A A A AR AR A A A A AR A A A A AN A A A A AN A I A A I A A AR A A A A A A A A A Ak A kA kA hk kK

(A8A4) IS THERE HEARING PROTECTION AVAILABLE FOR USE WITH STEAM SUIT?
REF: NSTM 077
C R NA

KRR AR AR A A A A A A A A A AR A A A AR A AR A AR A A KR A AR A A A A A AR A A A A A A I A A IR A AR A I A A A A A I A A A A A Ak kA Ak kK

(A8A5) IS THE Q.D. THE ONE HAND OPERATION TYPE (WHITE PLASTIC WITH
SS THUMB SWITCH) ?
REF: NSN 9C 4730-01-444-1542
NSN 9C 4730-01-009-9520
AEL: 8-930093002 (TRIDENT)
AEL: 2-930093002
C R NA
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(A8A7) SSN 688 CLASS: ARE THERE THREE (3) CASUALTY SUITS ONBOARD?
TWO (2) FORWARD OF REACTOR COMPARTMENT, AND ONE (1) AFT IN ENGINE
ROOM (IN SHAFT ALLEY NOT IN LOCKER AFT OF MANEUVERING ROOM) .
REF: COMNAVSEASYSCOM LTR/11APR02/92T1H-167
GEN ADMIN COMNAVSEASYSCOM 291618Z APR 02
C R NA

LR R I S b e S b I S 2R I S b I S b I S b I S b I S R S S S S S b e S IR S IR S b e S b S b S b I S b S b I Sb b S Sb b b 2 b S 2 b S S b S b S 4

(ABA8) SSBN 726 CLASS: ARE THERE FOUR CASUALTY SUITS ONBOARD?
THREE FORWARD OF REACTOR COMPARTMENT, AND ONE AFT IN THE
ENGINE ROOM.
REF: COMNAVSEASYSCOM LTR/11APR02/92T1H-167
GEN ADMIN COMNAVSEASYSCOM 291618Z APR 02
C R NA
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(A8B0O) ARE THE TRAINING STEAM SUITS CLEARLY MARKED WITH A LARGE RED
X?
REF: NSTM 077-5.2.4.6
C R NA

LR R i I b e S b I S I I S b I S b b S b I S b I S b I S S I e S b S R S b S b I S IR I S b S b I S b I S b I S b S Sb R b 2 b S S b S S b S b S 4

(A8CO) ARE THE TRAINING STEAM SUITS STOWED IN LOCKER PAINTED YELLOW
(N/A SSBN 726 CLASS) AND LOCATED SEPARATELY FROM THE OTHER
SUITS? (GRAY CANVUS BAGS FOR SSBN 726 CLASS ONLY)
REF: NSTM 077
C R NA
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(A8C1l) ARE THERE TWO TRAINING SUITS ONBOARD?
REF: NSTM 077
C R NA
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(A8C2) ARE ITEMS ON HAND FOR THE STEAM SUIT ENSEMBLE (FOR USE
WITH SCBA AND FFE)
REF: AEL 2-930093007
C R NA
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MK-5 GAS MASK/MCU-2P GAS MASK

(AS9AQ) IS THE FACE PIECE DAMAGED (SCRATCHED, DISCOLORED, CRACKED)?
REF: MIP 6641 SERIES
APL 470030001/2/3 (MCU-2/P)
C R NA

KK AR A A A A A AR A A A A A A A AR A A A A A A A AR A A A A A A A A A A A A A A A A A A A I A AR A A I A A I A A I A A I AR A A A A h A Ak Ak kK

(A9B0O) DOES THE CANISTER HAVE A WHITE STRIPE PLACED ON IT'S
CIRCUMFERANCE FOR RADCON USE?
REF: NAVSEA S 9213-33-MMA-001 (V) ART 406.3 RADCON MANUAL FOR SHIPS

C R NA

KRR AR R A A AR AR A AR A A A A A A A AR A AR A AR A AR A AR A AR A AR A AR AR A AR A A A A A A A AR A Ak A Ak A A kA Ak Ak kA Ak kA k k%

(A9B1) ARE THE OUTLET VALVES ON THE MCU-2P BLACK?
REF: MIP 6641 SERIES
NSWCCD-SSES MSG DTG 131830Z FEB 97
C R NA

LR R I b S b I S I I S b I S b b S b I S b I S R S S S S e S b S IR S IR e S I e S b S b S b I S b S b I S b S Sb b b b b b 2 b S S b S b S 4

NFFTI/Talisman
(AABl1) IS THE NFTI IN GOOD PHYSICAL CONDITION AND WORKING?

REF: MIP 6641 SERIES
AEL 2-930094090
C R NA
(AAB3) DOES THE NFTI KIT HAVE 6 BATTERY PACKS (1 INSTALLED IN UNIT
AND 5 ADDITIONAL SPARE BATTERY PACKS)
REF: AEL 2-930094090
C R NA
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(AAB4) DOES THE NFTI BOX CONTAIN FIVE RED CHEMICAL LIGHTS FOR
IDENTIFYING INJURED PERSONNEL IN A SMOKE FILLED COMPARTMENT?
REF: AEL 2-930094090 NOTE 2 & 3
C R NA
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(AAB5) DOES THE TALISMAN NFTI HAVE 3 BATTERY PACKS (2 RECHARGEABLE
1 LOADED WITH AA BATTERIES)?
REF: MIP 6641 SERIES
AEL 99A020090

C R NA
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(AABG6) ART THE TALISMAN RECHARGABLE AND “AA” BATTERY PACKS CHARGED?
REF: MIP 6641 SERIES
C R NA
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SUBMERSIBLE PUMP

(ABAO) DOES THE FOOT VALVE OPERATE FREELY?
REF: MIP 6641 SERIES
C R NA

LR R i I I S b I S IR I S b I S b b S b I S b I S R S S S S I S S S IR S R S b e S b S b e S b I S b S b I S b S Sb b S 2b b S 2 b S b b S b S 4

(ABAl) IS THE FOOT VALVE CLEANED AND LUBRICATED?
REF: MIP 6641 SERIES
C R NA

LR R i S I S b I S I I S b I S b I S b I S b I S R S S S S e S I S R S R S b e S IR S b e S b I S b S b I S b S Sb b b 2 b S S R S S b S b S 4

(ABA2) IS THE PUMP ELECTRICALLY SAFETY CHECKED (REQUIRED SEMI-ANNUALLY
AND AFTER USE)? IS IT PROPERLY GROUNDED, ARE CABLES & CONNECTIONS
IN GOOD REPAIR?
REF: MIP EL-002 SERIES
C R NA
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(ABA3) DO SHIP'S PERSONNEL USE RUBBER GLOVES WHEN OPERATING THE
SUBMERSIBLE PUMP?
REF: NSTM 300-2.7.1.A
C R NA
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LIOH

(ACA1l) HAS PMS ON LIOH CANISTERS BEEN COMPLETED AND DOCUMENTED CORRECTLY?
REF: MIP 6641 / 24M-2R
C R NA

LR R I S b e S b I S IE I S b I S b I S b I S b I S R I S S S e S b S S S b S b S IR S b S b I S b I S b I Sh b S Sb b b 2b b S db b S dh b S b S 4

(ACA2) HAS PMS ON LIOH HOPPER BEEN COMPLETED SATISFACTORILY? ELECTRICAL SAFETY CHECK
CURRENT AND MATERIAL CONDITION SATISEFACTORY.
REF: MIP 6641
C R NA
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Fire Hoses
(ADA1l) HAS HYDROSTATIC TESTING BEEN PROPERLY ACCOMPLISHED ON ALL 1 %*” FIRE HOSES?
REF MIP 6641
C R NA
P i b b b b b b db b db b d b I b b b b b b b b b b b b i b b b b b b b b db b db b db b i b b b b b b b b b b b b i b i b b b b b b b b b b b b b b b b I b b b 4
(ADA2) HAS HYDROSTATIC TESTING BEEN PROPERLY ACCOMPLISHED ON ALL 2 %*” FIRE HOSES
INCLUDING SUBMERSIBLE PUMP DISCHARGE HOSE?
REF MIP 6641
C R NA

LR A b A b I A b I A b I S R S I S S R S I R S b e S b e S b S b S b S b S b A S IR A R I S R B A b S S S b R A b S b R S b S b 4

General DC Gear
(AEA1l) HAS ALL REQUIRED PHOTOLUMINECENT MARKING BEEN MAINTAINED?
REF A&I N3104R1/TO089R1
C R NA
P I e b b I b I b I b b b b b b b b b b b b b b b b db b b b b b b b b b b I b db b db b db b b b b b b b b b b i b b b b b b b b b b b b I b b b b b b b b b b b 4
(AEA2) IS THE TRACE GAS ANALYZER ON BOARD AND CALIBRATED?
REF SUBMARINE ATMOSHPHERE CONTROL MANUAL
C R NA
R i b b b b b b b db b d b i b b b b b b b b b b b b b b i b b b b b b b b b b db b b b i b b b b b b b b b b b b i b i b b b b b b b b b b b b b b b b 2 b b b 4
FIRE EXTINGUISHERS
(B1AO) ARE 18 LB PORTABLE PKP EXTINGUISHERS STANDARDIZED? PURPLE
BANDS, CO2 VS N2 CARTRIDGE.
REF: MIP 6641 SERIES
C R NA

LR R I S b I S b I S I I S b I S b I S b I S b I S R S S S S S b S R S R S b e S b I S b S b I S b S b I S b S Sb b I S b S db b S dh b S b 4

(B1A1l) DO THE PKP FIRE EXTINGUISHERS HAVE HOLSTER TYPE NOZZLE
HOLDERS?
REF: MIP 6641 SERIES (NOTE 4)
NSN: 9Z 4210-01-313-4602 (MOD KIT)
C R NA
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(B1BO) ARE PKP FIRE EXTINGUISHER FILL CAPS PROPERLY TIGHTENED?
(SHOULD BE HAND TIGHT ONLY)
REF: MIP 6641 SERIES
C R NA

KK A AR AR A A A A A A A A A A A A A A A A A A A A A KRR A KRR AR A A A A A A A A A A A A A I A A I A A A A A I A A A A A I A A A A A A A Ak Ak Ak kK

(B1B2) IS THE CORRECT RING PIN IN PLACE? (NSN 4210-00-012-0809)
REF: MIP 6641 SERIES
APL 640130198
C R NA
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(B1B3) IS THE SINGLE STRAND LEAD SEAL WIRE OR PLASTIC TAMPER SEAL
INTACT/CORRECT TYPE USED? (PLASTIC TAMPER SEAL, NSN
5340-01-242-0583)
REF: MIP 6641 SERIES
C R NA

LR R R I S b S b I S b I S b I S b I S b I S b I S b S S S S S b S b S b S b e S b S b S b I S b I S b I Sh b S Sb b b 2b b S db b S dh b S b S 4

(B1B4) IS THE HOSE IN SATISFACTORY CONDITION?
REF: MIP 6641 SERIES
C R NA
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(B1B5) IS THE EXTINGUISHER FIRMLY LATCHED IN PLACE WITH A BRASS PIN?
REF: MIP 6641 SERIES
ORDER OPEN : ANSUL COMPANY (800)862-6785 EXT 3580
PURCHASE : RINGPIN AND CHAIN ASS'Y P/N 53597
C R NA

LR R i I b e S b I S I I S b I S b b S b I S b I S b I S S I e S b S R S b S b I S IR I S b S b I S b I S b I S b S Sb R b 2 b S S b S S b S b S 4

(B1B6) IS THE MOUNTING BRACKET SECURELY ATTACHED?
REF: MIP 6641 SERIES
C R NA

LR R I I S b I S b I S b I S b I S b I S b I S R I S S S I S b S R S R S b R S IR I S b I S b I S b S b I S b S Sb b b 2 b S 2 R S b b S b 4

(B1B7) IS THE PKP EXTINGUISHER IN GOOD CONDITION?
REF: MIP 6641 SERIES
C R NA
Kok ok Kk Kk K ok ok ok K Kk ok ok ok Kk ko ok ok kK Kk ok ok ok K Kk ok ok R K ko ok ok R kK ko ok ok ok Rk ko ok ok ok kK ko ok ok ok kK ok ok ok ok ok kK ok ko
(B1B8) IS THERE A LIGHT COAT OF SILICONE COMPOUND APPLIED TO THE FILL
CAP SEAT, AND GASKETS?
REF: MIP 6641 SERIES
C R NA

LR R I S b b b I S R I S b I S b b S b I S b I S R S S S S I S b S R S S S b S b I S b I S b I S b I S b I S b S Sb b I 2b b S 2 b S S b S b 4

(B1B9) DOES THE FILL CAP HAVE PRESSURE RELIEF PORTS?
REF: MIP 6641 SERIES
MIL-E24091 REV C
C R NA

LR R i S I S b I S I I S b I S b I S b I S b I S R S S S S e S I S R S R S b e S IR S b e S b I S b S b I S b S Sb b b 2 b S S R S S b S b S 4

(B1C1l) DOES THE BRACKET CONTAIN ALL RUBBER BUMPERS REQUIRED?
REF: ORDER OPEN PURCHASE: ANSUL COMPANY (800) 862-6785 EXT 3580
P/N BACKFRAME GROMMETS #14089
HANDLE GROMMETS #8688
C R NA
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(B1C3) ARE THE RECORD TAGS FILLED OUT PROPERLY AND THE CORRECT TAGS
IN USE (RECORD TAG NAVSEC 9930/2 S/N 0101-LF-015-7300) OBTAIN
TAGS FRO WEB SITE <HTTP://FORMS. DAPS. MIL/ORDER/>
REF: MIP 6641 SERIES
C R NA

LR R I I b S b I S b I S b I S b I S b I S b b S R I S S S e S b S IE S b e S b R S b S b S b S b S b I S b S Sb b b Sb b S 2 R S Sb b S b S 4

(B1D0) ARE THE PKP FIRE EXTINGUISHERS ACCESSIBLE AND UNOBSTRUCTED?
REF: NSTM 670-1.6.3
C R NA
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(B1EO) IS THE DRY CHEMICAL AT THE PROPER LEVEL? (3-5 INCHES FROM
BOTTOM OF FILL OPENING FOR 18 LB ANSUL, 5-8 INCHES FROM BOTTOM
OF FILL OPENING FOR 18 LB FLAG)? REMOVE EXCESS OR ADD POWDER
TO OBTAIN REQUIRED LEVEL.
REF: MIP 6641 SERIES (NOTE 11)
C R NA



DAMAGE CONTROL PAGE:
DC-12

Kok kkhkhkkhkhkkhkhkkkhkkkhkkhkkkhkkkhkkkhkkkhkkkkkkkkkkkkkhkkkhkkkhkkkhkkkkkkhkkkkkkkkkkkkkkxkkx*

(B1F0) HAVE DEFECTIVE PKP HOSES BEEN REMOVED? DEFECTIVE HOSES HAVE NO
IDENTIFICATION CRITERIA PRINTED ON THE HOSE OR THE PRINTING IS
UNREADABLE OR (2) THE HOSE IS EX-607, AND THE DATE CODE IS BETWEEN
1077 AND 4083 OR THE HOSE IS EX-589, CHECK THE NUT BETWEEN THE HOSE
AND NOZZLE ASSEMBLY. IF THE HOSE NUT DOES NOT HAVE A NOTCH OR THE
PART NUMBER IS NOT PRECEDED BY AN "H" (EXAMPLE 6305 VICE H-6305)
REPLACE THE HOSE
REF GENADMIN NAVSEASYSCOM 110533Z JAN 93

C R NA
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(B1E1l) IS THE CO2 CARTRIDGE EXPENDED?
REF: MIP 6641 SERIES
APL 640130198
C R NA

LR R I I e S b I S I I S b I S b I S b I S b I S b S S S I e S S S R S R S b R S IR S b I S b I S b S b I S b S Sb b S 2 b S S R S S b S b S 4

CO2 FIRE EXTINGUISHERS

(B2A0) IS PMS BEING CONDUCTED IAW APPLICABLE MRC’S?
REF: MIP 6641 SERIES
C R NA
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(B2C0O0) ARE THE EXTINGUISHERS ACCESSIBLE AND UNOBSTRUCTED?
REF: NSTM 670-1.6
C R NA
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(B2D0) HAS THE BOTTLE BEEN HYDROSTATICALLY TESTED WITHIN THE LAST 12
YEARS?
REF: MIP 6641 SERIES
C R NA
R IR IR I e b b db Sb b e dh b dh b b S Sh b db b b S Sh b 2 dh Sb b 2 S b dh b b 2 Ih b db b b S Sb b dh b b S Sb b db S b S Sb b i dh b b SR Sh b b db b b 2R Sh b S Y
(B2EQ) IS THE SINGLE STRAND LEAD SEAL WIRE OR PLASTIC TAMPER SEAL
INTACT/CORRECT TYPE USED? (LEAD SEAL NSN 5340-00-292-0893;
PLASTIC TAMPER SEAL, NSN 5340-01-242-0583)
REF: MIP 6641 SERIES
APL 640140005
C R NA
R IR I e b b b S b I b b b b b b 2 b b b 2h b b 2 Sh b b S S I 2 S b S 2h b I 2 S b b S b I b Sh b b b b I 2 S b I b b I b S b S b b I R Sh b 2 db b I 2h ah b 2 S S
(B2F0) IS THE LABEL BAND INSTALLED ON ALL EXTINGUISHERS EXCEPT
PLASTISOLED EXTINGUISHERS? (NSN 90 9905-00-656-0875 BAND)
REF: MIP 6641 SERIES
APL 640140005
C R NA
R IR I b b b b b b eh b b 2h b b 2 b b b S b b 2 Sh b b b S b 2 Sh b S 2h b b 2 b b b 2 b b b Sh b b b b b 2 S b I b b I 2 S b S b b I 2R Sh b 2 db S b ah i b 2 Y
(B2G0) IS THE HOSE IN SATISFACTORY CONDITION? (ALL FASTNERS TIGHT, NO
EXPOSED METAL, HOSE/HORN NOT CRACKED)
REF: MIP 6641 SERIES
MIL-E-24269B (SHIP)
C R NA
R R IR I e IR b S db b 2 db I b dh S b S db I e S I b 2R db b 2 AR Sb b 2 S b S dR Ib b 2R Ib b J db I b 2h db b b dh b b b I b dh I i 2h db b S db b 2R db b b db I b dh db b g S 4
(B2G1) IS THE EXTINGUISHER'S HORN THE CORRECT TYPE? (NSN 9G/
4210-00-096-2668 HOSE AND HANDLE ASSEMBLY) ?
REF: APL 640140005
C R NA
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(B2HO) IS THE MRC FOR PM PERFORMED LISTED ON THE PROPER RECORD TAG?
(RECORD TAG NAVSEA 9555/1 S/N 0116-LF-114-3100) OBTAIN TAG
FROM WEB SITE (HTTP://FORMS. DAPS. MIL/ORDER/) USE NAVSEC
9930/1 UNTIL DEPLETED
REF: MIP 6641 SERIES
C R NA
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(B2I0) IS VALVE HANDLE PIN STRAIGHT AND INSTALLED IN ITS HOLE? (NSN
9z 5315-00-372-0871)
REF: MIP 6641 SERIES
APL 640140005
C R NA
Kk ok Kk kKK K Kk ok ok kK K kK kK K K ok ok kK Kk ok ok ok kK ko ok R kK ok ok ok kK ok ok ok kK ko ok ok ok ok ko ok ok ok kK K kR ok kK ok ok
(B2I1) ARE CO2 EXTINGUISHER VALVE HANDLES STRAIGHT, RIVETS INTACT AND
NOT CORRODED (PIN EXTRUDES THROUGH HANDLE AND VALVE) ?
REF: MIP 6641 SERIES
C R NA
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(B2J0) ARE TWO PLASTISOLED FIRE EXTINGUISHERS AVAILABLE NEAR THE
BATTERY WELL? (PLASTISOL SHOULD BE 7 INCHES FROM TOP OF VALVE)
REF: SUBMARINE DAMAGE CONTROL BOOK SECT6
SSN 688 CLASS; SSBN 726 CLASS SSM
NAVSEA TECH NOTE 9930-1-81
NSTM 555 & NSTM 223
C R NA
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(B3A0) DO FIRE HOSES HAVE THE HYDROSTATIC TEST DATE STENCILED ON
HOSES OR ETCHED ON THE MALE COUPLING?
REF: MIP 6641 SERIES
C R NA
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(B3A1l) ARE FIRE HOSE GASKETS AND THREADS PROPERLY CLEANED AND
LUBRICATED?
REF: MIP 6641 SERIES
C R NA

LR R R I I b S b e S IR I S b I S b b S b I S b I S R S S S S e S b S 2R S b e S b R S b I S b S b I S b S b I Sb b S Sb b b 2b b b 2 b S S b S b S 4

(B3C0O0) ARE 2 SPANNER WRENCHES AVAILABLE AT FIRE HOSE CONNECTIONS?
RECOMMEND USING LANYARD TO KEEP WRENCHES TOGETHER.
REF: NSTM 555
C R NA
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(B3G0) IS THE VARI-NOZZLE IN GOOD OPERATING CONDITION?
REF: MIP 6641 SERIES
C R NA
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(B3G1l) IS THE VARI-NOZZLE GASKET AND THREADS CLEANED AND LUBRICATED?
REF: MIP 6641 SERIES
C R NA
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(B3G2) DOES THE VARI-NOZZLE HAVE THE CORRECT POPPET. CORRECT POPPET
HAS TWO LEGS OR NON-BRASS THREE LEGGED PIECE, DEFECTIVE POPPET
HAS THREE LEGS AND IS MADE OF BRASS.
REF: COMNAVSEASYSCOM MSG 1903197 MAR 96
C R NA
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(B3G3) DOES THE VARI-NOZZLE FLOW SELECTOR RING TURN WITH OUT
DEPRESSING FLUSH-RING LOCK THUMB LATCH?
REF: NAVSAFECEN AFLOAT SAFETY ADVISORY 5-99
NAVSUP P-485, VOL 1 (AFLOAT SUPPLY)
SECNAVINST 4855.5
C R NA
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(B3G4) DOES THE FLUSH-RING LOCK THUMB LATCH HAVE A SPRING VICE A
RUBBER DISC TO GIVE RETURN PRESSURE? IF NOT, REPLACE RUBBER
DISC WITH SPRING WHEN LATCH NO LONGER FUNCTIONS CORRECTLY.
REF: MIP 6641 SERIES
P/N 62128 ELKHART BRASS MANUFACTURING COMPANY (800)346-0250
C R NA
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RANGE GUARD SYSTEM
(B4B0) IS NOZZLE SEAL DISK IN PLACE AND NOZZLE CLEAR OF GREASE? (NSN
4210-01-024-1181, SEAL AND NSN 4210-01-061-5705, NOZZLE)
REF: MIP 5556 SERIES
S9555-AR-MMO-010 REV. 1
SS100-AC-MMA-010/AUTO-MAN (TRIDENT)
C R NA
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(B4B1) IS THE NOZZLE ABOVE THE DEEP FAT FRYER CONFIGURED PROPERLY?
18" MIN HEIGHT ABOVE GREASE LEVEL, 45 DEG ANGLE TO THE CENTER
OF THE FRYER IF THE HEIGHT IS 18" TO 24" ABOVE.
REF: NAVSEA DRWG # 803 6397385 NOTE 12B & C
C R NA
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(B4C0O) IS N2 CYLINDER BOX COVER LEAD SEALED WITH SINGLE STRAND COPPER
WIRE OR PLASTIC TAMPER SEAL?
REF: MIP 5556 SERIES
S9555-AR-MMO-010 REV. 1
SS100-AC-MMA-010/AUTO-MAN (TRIDENT)
C R NA
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(B4C1l) IS THE N2 CYLINDER RING PIN LEAD SEALED WITH SINGLE STRAND
COPPER WIRE OR PLASTIC TAMPER SEAL?
REF: MIP 5556 SERIES
S9555-AR-MMO-010-REV 1
SS100-AC-MMA-010/AUTO-MAN (TRIDENT)
C R NA
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(B4C2) IS THE N2 CYLINDER AT THE PROPER PRESSURE?
REF: MIP 5556 SERIES
59555-AR-MMO-010 REV 1
SS100-AC-MMA-010/AUTO-MAN
C R NA
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(B4D0) DO SHIP'S PERSONNEL UNDERSTAND RANGE GUARD SYSTEM OPERATION
AND MAINTENANCE?
REF: MIP 5556
APL 640190005 & T640190006
S9555-AR-MMO-010 REV. 1
SS100-AC-MMA-010/AUTO-MAN (TRIDENT)
C R NA
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(B4E0O) IS THE MAIN AQUEOUS POTASSIUM CARBONATE CYLINDER AT THE
REQUIRED PRESSURE?
REF: MIP 5556 SERIES
S9555-AR-MMO-010 REV. 1
SS100-AC-MMA-010/AUTO-MAN (TRIDENT)
C R NA
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(B4E1) IS THE AQUEOUS POTASSIUM CARBONATE CYLINDER VALVE RING PIN
LEAD SEALED WITH A SINGLE STRAND COPPER WIRE OR PLASTIC TAMPER
SEAL?
REF: MIP 5556 SERIES
59555-AR-MMO-010 REV 1
SS100-AC-MMA-010/AUTO-MAN (TRIDENT)
C R NA
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(B4E3) HAS THE MAIN AQUEOUS POTASSIUM CARBONATE CYLINDER BEEN HYDROED
AS REQUIRED? NOT TO EXCEED EVERY 12 YEARS, IF THE CYLINDER
REQUIRES RECHARGE AND DATE EXCEEDS 5 YEARS, HYDRO IS REQUIRED.

REF: MIP 5556 SERIES
C R NA
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(B4E4) IS THE MAIN APC CYLINDER PRESSURE GAUGE READABLE WITHOUT THE
USE OF A MIRROR?
REF: NAVSEA DRWG # 803 6397385 NOTE 15B
C R NA
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(B4F0) IS BALL CHECK VENT ASSEMBLY INSTALLED AND POSITIONED EITHER
POINTING VERTICALLY UP OR HORIZONTALLY? (NSN 9z/
5340-01-143-4164)
REF: MIP 5556 SERIES
S9555-AR-MMO-010 REV. 1
SS100-AC-MMA-010/AUTO-MAN (TRIDENT)
C R NA
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(B4G0) IS THE APC CYLINDER VALVE OPERATOR ACCESSIBLE? (STOREROOM DOOR
NOT LOCKED, ETC.)
REF: NSTM 670-1.6.3
C R NA
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(B4HO) IS THE FUSIBLE LINK AND SCISSOR ASSEMBLY FOR THE VENTILATION
SYSTEM CLEAN?
REF: MIP 5556 SERIES
S9555-AR-MMO-010 REV 1
C R NA
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(B4H1) ARE THE FUSIBLE LINKS AND SCISSOR ASSEMBLIES CLEAN?
REF: MIP 5556 SERIES
S9555-AR-MMO-010 REV 1
SS100-AC-MMA-010/AUTO-MAN (TRIDENT)
C R NA
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(B4H2) HAVE THE FUSIBLE LINKS BEEN REPLACED WITHIN THE PAST 6 MONTHS?
IS THERE AT LEAST 3" OF FREE TRAVEL BETWEEN THE CABLE TUBE AND
THE ENDS OF THE LINK ASSEMBLY?
REF: MIP 5556 SERIES
C R NA
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(B4H3) ARE THE FUSIBLE LINKS THE RIGHT TYPE, RATED FOR 360 DEG
FAHRENHEIT, .75 INCHES WIDE, AND 2.25 INCHES LONG?
REF: AEL: 640190005, T640190006, AND 640190010
NSN 9Z 4210-00-443-3526
C R NA
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(B41I0) IS PMS BEING CONDUCTED FOR THE SYSTEM INSTALLED ON SUBMARINE?
REF: MIP 5556 SERIES
C R NA
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AFFF FIRE EXTINGUISHER

(B5A0) IS THE SHELL SHOWING SIGNS OF CORROSION OR DAMAGED WHICH WOULD
AFFECT ITS USE OR OPERATION?
REF: MIP 6641 SERIES
C R NA
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(B5B0) IS THE SINGLE STRAND LEAD SEAL WIRE OR PLASTIC TAMPER SEAL
INTACT/CORRECT TYPE USED? (LEAD SEAL NSN 5340-00-292-0893;
PLASTIC TAMPER SEAL NSN 5340-01-242-0583)
REF: MIP 6641 SERIES
C R NA
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(B5C0) ARE THE HOSE AND NOZZLE ASSEMBLY IN SATISFACTORY CONDITION?
REF: MIP 6641 SERIES
C R NA
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(B5C1) ARE THE HOSE AND NOZZLE ASSEMBLY PROPERLY SECURED BY A STRAP
AND CLIP ASSEMBLY OR BY THE NOZZLE POST?
REF: MIP 6641 SERIES
C R NA
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(B5D0) IS THE PRESSURE GAGE INTACT, UNBROKEN AND CORRECTLY INDICATING
THE PROPER PRESSURE (100 PSIG)?
REF: MIP 6641 SERIES
C R NA
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(B5EOQ) ARE THE EXTINGUISHER AND BRACKET FIRMLY MOUNTED?
REF: MIP 6641 SERIES
C R NA
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(B5E1) DOES THE BRACKET CONTAIN ALL THE REQUIRED RUBBER BUMPERS?
REF: ORDER OPEN PURCHASE: AMEREX (205)655-3217
BRACKET GROMMETS P/N 01990
C R NA
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(BS5FO0) ARE THE EXTINGUISHERS ACCESSIBLE AND UNOBSTRUCTED?
REF: NSTM 670
C R NA
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(B5F2) HAS THE PKP IN THE GALLEY BEEN REMOVED AND REPLACED WITH AN
AFFF TO COMBAT DEEP FAT FRYER FIRES?
REF: A&I N-3095, FOR 688 CLASS SUBMARINES (MAY 94)
A&I TZ-0778, FOR 726 CLASS SUBMARINES (JULY 93)
C R NA
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(B5G0) IS THE EXTINGUISHER WEIGHT BEING CORRECTLY RECORDED ON THE
PROPER RECORD TAG? (27 LBS 9 0ZS - 28 LBS 4 0ZS) (RECORD TAG
NAVSEA 9555/1 S/N 0116-LF-114-3100) OBTAIN TAGS FROM WEB SITE
(HTTP://FORMS. DAPS. MIL/ORDER/) USE NAVSEC 9930/1 UNTIL DEPLETED.
REF: MIP 6641 SERIES
C R NA
KA A A A A A A A A A A A A A A A A AR A AR A AR A A A A A A A A A AR AR AR A A A A A A A A A AR A IR AR A A A A A AR A IR A AR A A A A A AR ARk hkhkh %k
(B5HO) IS THE AIR CHARGING VALVE CAP INSTALLED (METAL CAP 97/
5340-01382-8219) 7
REF: MIP 6641 SERIES
C R NA
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(B5I0) IS THE CYLINDER UNDER/OVER CHARGED WITH SOLUTION (WEIGH
CYLINDER, RANGE 27 LBS. 9 0ZS.-28 LBS. 4 07S.)?
REF: MIP 6641 SERIES
C R NA
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(B5J0) HAS THE EXTINGUISHER BEEN HYDROSTATICALLY TESTED WITHIN THE
LAST 5 YEARS?
REF: MIP 6641 SERIES
C R NA
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